
Assembly instructions for YVE-BIO® filter systems 
 

 

 

 

 

 

 

 

 

 

 

 

 
Hygiene instructions: Please note that the assembly 
is carried out under sterile conditions. Please wash 
your hands thoroughly; there must be no 
contamination with germs, in particular with coli 
bacteria.  
When subsequently filling water into the upper tank, 
all germs and bacteria are filtered out to 100% on 
the way down so that the bottom tank always 
contains germ-free water. 
 
1. Remove all packaging materials from the filter 
parts. Clean the tank with a mild cleaning solution 
and rinse again with clean water, except for the 
ceramic filter, the cartridge and the mineral tray. 
2. Place the water tank on the base. 
3. Attach the faucet with 2 sealing rings, inside and 
outside of the vessel. The sealing rings and the 
container should be dry. Then screw together firmly, 
but do not overtighten. 
4. Rinse or boil the mineral ring and put it centrally 
on the bottom of the water tank. 
5. Insert the green FIR (far infrared catcher) in the 
mineral ring.  
Place the EM-Pipes (effective microorganisms), 
precius stones or more mineral stones  on the 
bottom of the water tank around the mineral ring. 
EM-Pipes, precious stones, etc. = Order optional.  
6. Rinse the cartridge well with water to remove 
dust particles. 
The cleaning of the cartridge and the other parts 
from a citric acid-water mixture, 2 teaspoons to one 
liter of water (also to be bought by us, also order at 
the same time) 
After rinsing the cartridge, place it in a clean 
container for about 3 hours to allow the water to 
suck up with water to allow the air to escape. For 
the soaking, you can take filtered water. Filtered 
only by the ceramic filter, a germ-free process is 
ensured. Your device is already ready, Then screw 
the cartridge into the cartridge hanger, into the 
thread they are working with the bright silicone ring. 
Attach this component to the middle ring. 
7. Place the intermediate ring on the container and 
attach the cartridge hanger incl. the filter 
cartridge. 
8. Soak the ceramic filter in a vessel with clean 
water for about 5 minutes so that it is no longer 
milky and all air escapes. Mount the ceramic filter in 
the upper tank. The seal ring has to be inside the 
tank, container and seal rings should be dry. Screw 
the filter tight. 
9. Place the upper tank on the water tank. 
10. Fill the upper tank with tap water until it is full. 
 

Now you have done everything right and your system is ready for operation. Have fun with pure YVE-BIO water 
Perform at least 4 filtration (or 24 Liters) processes after assembly before using the water. Now your YVE-BIO filter 
system is ready for use. 
These installation instructions are identical for all units of the YVE-BIO filters which are built according to this 
principle. 
 



Maintenance of YVE-BIO® water filter systems 
YVE-BIO® filter cartridges should be replaced every 6 months or after approx. 1500 liters. You can not 
clean this cartridge yourself. If you suspect or suspect that you have contaminated your filter, dispose of 
the cartridge in the household waste and replace it with a new one. 
The change times for the ceramic filter should be every 1 -2 years. The mineral bowl should be changed 
every 3 years. Notes from the manufacturer. 
Cleaning the ceramic filter during discolouration (in cases of light yellow, orange, or brown): It is normal 
for the ceramic filter to discolor over time as contaminants are removed from the water (deposits of 
calcium carbonate or other undesirable substances). To remove these contaminants, remove the upper 
container and place 
This into the clean previously cleaned sink. Mix the tap water with some vinegar extract, pour in and 
clean the ceramic filter thoroughly with a sharp pad (on the household sponge) or sanding pad. He gets 
white again. Finally rinse the device thoroughly under running water until all smell or taste of vinegar 
extract has disappeared. 
This process can be repeated whenever necessary. 
It is highly recommended not to expose any YVE-BIO water filter system to direct sunlight. If the 
mineralshell is coated with a thin green film, your water filter system is probably exposed to too much 
natural light. It must not be exposed to direct sunlight. 
The mineral basket should be covered with a covering, rinse it with a water-citric acid mixture (2 
teaspoons to 1.5, liters of water). Rinse it again under tap water thoroughly. 
To clean the YVE-BIO tap, remove it and clean it with the same one 
Recommended water essence solution. Clean all seals gently. 
In order to prevent further spreading of residues it is advisable to clean the lower insert on this occasion 
as well. 
When the YVE filter systems are in use, cleaning is no longer necessary in the lower container because 
your water is free of germs in the lower container. Contamination by "too much cleaning" is rather given. 
If the YVE BIO filter systems have not been used for more than 8 days, or if you should shut it down, wg. 
Holidays etc., the filtration process has stopped and you should proceed as follows: Remove and rinse 
the ceramic filter, the filter cartridge, the mineral bowl and the EM pipes with clear water. Then let 
everything drain and dry. Rinse the main body of the YVE-BIO unit with a mixture of filtered water and 
acetic acid solution, or with a solution of citric acid food (also purchased from us). Then let all parts dry. If 
you want to restart the filter process, reassemble it as shown in the instructions and re-install the water 
filter system and use it normally. 
The mineral basket or the cardridge can give a milky substance at the beginning, this is Safe silicon (silicic 
acid) Thus not harmful to health. It is advisable to rinse the mineral basket thoroughly with a water-citric 
acid mixture (2 teaspoons to 1.5 liters of water) before use (also for taste) and then with clear water.  
You can also take the stones from the mineral basket and place them loosely (like the EM ceramic pipes) 
in the lower tank. 
If you are using ground water, a prior test of the groundwater is recommended 
suitable is. We also offer final tests. 
 
Important: Never rinse the ceramic filter, cartridge, mineral basket with soap or household cleaner, only 
with a mixture of vinegar essence and water, or with citric acid food (also from us to purchase). 
Do not work with hot water or place in the dishwasher! 

 


